LIGHTHOUSE

PopVision
All-in-One LED display

Being the industry's first portable LED visual display that
gives users "Times Square in a box." PopVision is a self-
contained "pop-up" high brightness LED video screen.
Maximize your return on investment by taking the full

advantage of unprecedented flexibility and mobility of
PopVision screens.
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PopVision Features & Benefits

- All-in-one compact size, built for easy installation - Designed for aesthetic integration with brightness

- Embedded with a wireless remote system and level up to 3000 nits, perfect for any digital signage
auto-elevating technology, "pop up" display for network (new or existing) where LCD, Plasma and
fast, simple set-up projection systems just can't match it
- "Power lift" mechanism works off dual- voltage input

with 100VAC and 240VAC for adoption throughout

- Ideal for both indoor and outdoor applications and
be seen in direct sunlight as long as weatherproof

the world housing considerations are met

- Ideal standalone advertising systems for use in - An excellent standalone promotion tool as primary

any high ambient light environment to deliver or supplemental rental & staging equipment to
crisp, clear, vibrant images increase and customize your media and signage

- Reward your communication effectiveness by a coverage

rapidly increasing, captive audience

Application possibilities are only limited by your imagination:

Shopping malls, Retail Stores, Airports, Train & Bus Stations, Transportation Hubs, Financial Centres,
Corporate Lobbies, Convention Centres, Entertainment, Exhibitions & Events, Convenience Stores,
Gas Stations, Sports Arenas, Faith-based Facilities, Casions and many more...

quick reference guide

PV56 PV80

Display device

Pixel pitch

Brightness

Viewing angle horizontal

Viewing angle vertical

Minimum viewing distance

LEDs per pixel

Drive type

Pixel density

LED density

Colours

Processing depth

Video frame rate

Display refresh rate

Operating temperature

Lifetime (50% brightness)

IP Rating

Video input

Dimension (w x h)

Depth

Total weight

*Total power (Watt)

Effective screen area
dimension

depth
Screen resolution (w x h)

SMD

6.667mm

3000 nits

140°(50% brightness)
105°(50% brightness)
6m

1,1,1

direct

22,500 per m?

67,500 per m?

4.4 trillion

14 bit

50 or 60Hz

100 kHz typical

0°to 35°C

50,000 hours

Front IP 40 / Rear IP 20

SMD

6.667mm

3000 nits

140°(50% brightness)
105°(50% brightness)
6m

1,1,1

direct

22,500 per m?

67,500 per m?

4.4 trillion

14 bit

50 or 60Hz

100 kHz typical

0°to 35°C

50,000 hours

Front IP 40 / Rear IP 20

RGB HV, YUV, YC, CVBS (HDTV optional)

1.650 x 1.165m (5.4 x 3.8 ft)
690mm (27.17 inches)

194kg (426.8 Ib)

520

0.819m?(8.8 ft ?)

1.280 x 0.640m (4.19 x 2.10 ft)
163mm (6.4 inches)

192 x 96

1.835 x 1.655m (6 x 5.4 ft)
690mm (27.17 inches)

280kg (617 Ib)

960

1.91m?2 (20.77 ft?)

1.707 x 1.120m (5.6 x 3.67 ft)
163mm (6.4 inches)

256 x168

Based on typical power consumption being 40% of maximum.
" Outdoor casing available upon request - contact your local representative for details.
Lighthouse reserves the right to change any specification without notice.

Lighthouse Technologies Ltd.
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LH-PV56/80-SPEC-1.0 (11 Aug 2005)



	頁面  1
	頁面  2
	頁面  3

